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Vertiv Tech Co., Ltd.

Nanshan I Park No. 1001, Xueyuan Road Nanshan District, 
Shenzhen, 518055 Guangdong, P.R. China
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Vertiv Tech Co., Ltd.

Nanshan I Park No. 1001, Xueyuan Road Nanshan District, 
Shenzhen, 518055 Guangdong, P.R. China

1-4F, 6-10F, Block B2,

TÜV Rheinland Japan Ltd.
Global Technology Assessment Center
4-25-2 Kita-Yamata, Tsuzuki-ku
Yokohama 224-0021, Japan
Phone + 81 45 914-3888
Fax   + 81 45 914-3354
Mail: info@jpn.tuv.com
Web : www.tuv.com

For UPS
AC Input: 220/230/240Vac, L+N+PE, 50/60Hz.
AC Output: 220/230/240Vac, L+N+PE, 50/60Hz.
For more details, refer to the test report.

Liebert, Vertiv

UPS: GXE3-6000IRT4UXL, GXE3-10KIRT5UXL
External Battery Cabinet:GXE3-EBC192VRT2U,GXE3-EBC240VRT3U

For model differences, refer to the test report
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 1. Vertiv Tech Co., Ltd. Fuyong
Factory
Emerson Technology Park(Fu Yong)
Fuyong Town, Fuyong High-Tech
Ind. Area, Bao'An District, Shenzhen, 518103 Guangdong, P.R. China

 2. Vertiv Tech (MianYang) Co., Ltd.
EMERSON IND PARK
NO 299 E FEIYUN AVE
MIANYANG, SICHUAN, 621000
P.R. China
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