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AGENCY COMPLIANCE:
NEMA L6-20P TRy
(20A, 2/PE. 200-240V) UL & c-UL L|§ted 60950
RoHS Compliant
FCC Part 15 Class A Conformance
D
OUTPUT POWER ;N\{lRONgAENT?L F;ATING:t -
aximum eratin emperature:
CIRCUIT | PHASE |RECEPTACLE TYPE| VOLTAGE (V) MAX_CONTINUOUS AMPS (A) perating temp
(QUANTITY) PER RECEPTACLE | PERCIRCUIT NOTES
1 L1-12 | 21xC13,3xC19 200-240 12/16 16 UNIT DIMENSIONS: 66.25in x 2.0in x 2.6in / 1683mm x 51mm x 66mm ]
SHIPPED WEIGHT: 18Ibs (8.16kg)
SHIPPING DIMENSIONS: 72in x 9in x 7in / 1829mm x 223mm x 159mm
Toolless Mounting Hardware 61.25in / 1556mm and 64.75in / 1645mm, and 7938 Vertical Mounting Bracket Kit
INPUT POWER
INPUT CORD | INPUT PLUG |WIRE COUNT| FREQUENCY | VOLTAGE |RATED AMPS| MAX. CONT. : . —
(H2) V) A AMPS (A el tolorneas, | Cgmiaene | Werstf/Neteid Weight
10FT NEMAL6-20P 2/PE 50/60 Hz 200-240V 20 16 - i ) )
Dimensions in mm Date Name Bezeichnung / Description
METERING PARAMETER [MEASUREMENT ACCURACY C[.:kafd 26’0_6”8 S_W Switched, Unit Level, Vertical, 20A, 208V,
VOLTAGE i1 % Approved - - (21 )U-LOCk C1 3/(3) U-Lock C19
+1% - Input Current ’ Zeichnungs-Nr. / Drawing no. MaRstab
CURRENT +2% - Circuit/Breaker Current Scale
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