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Input and Branch Metered + Outlet Switched

RoHS COMPLIANT

50 (2
,0"

)

BRANCH AEXTRENAL EARTH
GROUND CONNECTION

VERTICAL MOUNTING BRACKETSIDE VIEW

FRONT VIEW

REAR VIEW TOOLLESS MOUNTING BUTTON

BRANCH PHASE RECEPTACLE TYPE
(QUANTITY)

VOLTAGE (V) MAX. CONTINUOUS AMPS (A)

PER RECEPTACLE PER BRANCH

A L1 3xC13, 1xC19 200-240 10/16 20
B L2 3xC13, 1xC19 200-240 10/16 20
C L3 3xC13, 1xC19 200-240 10/16 20
D L1 3xC13, 1xC19 200-240 10/16 20
E L2 3xC13, 1xC19 200-240 10/16 20
F L3 3xC13, 1xC19 200-240 10/16 20

INPUT CORD INPUT PLUG WIRE COUNT FREQUENCY
(Hz)

VOLTAGE (V) RATED AMPS
(A)

MAX. CONT.
AMPS (A)

10 ft / 3 m IEC 60309 3/N/PE 50/60 200-240/346-415 32 32

METERING PARAMETER MEASUREMENT ACCURACY

VOLTAGE ±1 % + 0.1 VAC

CURRENT ±1.5 % + 0.01 A FROM 1 % TO 10 % OF UNIT RATING; ±1 % FROM >10 %
TO 125 % OF UNIT RATING

INPUT POWER

OUTPUT POWER

1814 (71,4")

56 (2
,2
")

1555,5MOUNTING OPTION A - (61,2")

1555,5MOUNTING OPTION B - (61,2") 76
(3,0")

IEC 60309
(32 A, 3/N/PE, 200-240/346-415 V, RED 6H)

76
(3,0")

BRANCH B BRANCH C BRANCH D BRANCH E BRANCH F

1736,5 (68,4")

INPUT POWER CORD
    flexible 90°

AGENCY COMPLIANCE:
- CE-mark:            LVD, EMC, RoHS (incl. harmonized standards hereunder)
- CB certification:   IEC 60950-1 (2nd)
- BG certification:   BV-BG (factory inspected)
- WEEEE COMPLIANT

ENVIRONMENTAL RATING:
OPERATING TEMPERATURE: 5 °C - 60 °C (41 °F - 140 °F) NON-CONDENSING, NON-CORROSIVE, 10 % - 90 % RH
STORAGE TEMPERATURE: -20 °C - 85 °C (-4 °F - 185 °F)
MAX. OPERATING ALTITUDE: 2000 m

NOTES:
1. UNIT DIMENSIONS: 1736.5 mm (68.4") H x 50 mm (2.0") D x 56 mm (2.2") W
2. UNIT WEIGHT: 4 kg / 8.8 lbs
3. SHIPPING DIMENSIONS: 2017.0 mm (79.4") H x 218 mm (8.6") D x 137 mm (5.4") W
4. SHIPPING WEIGHT: 6.8 kg / 15 lbs
5. (2) MOUNTING BUTTONS AND (2) MOUNTING BRACKETS SUPPLIED WITH EACH UNIT. EITHER OPTION CAN BE USED TO MOUNT THE PDU.


