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HARDWIRED TERMINAL DETAIL
(16 A, 3/N/PE, 200-240/346-415 V) AGENCY COMPLIANCE.
- (E-mark: LVD, EMC, RoHS fincl. harmonized standards hereunder)
_ [B certification: IEC 60950-1 (2nd)
- BG certification:  BV-BG (factory inspected)
~ WEEEE COMPLIANT D
e L ENVIRONMENTAL RATING:
BANK PHASE RECEPTACLE TYPE VOLTAGE (V) MAX. CONTINUGUS AMPS (A) OPERATING TEMPERATURE: 5 °C - 60 °C 41 °F - 140 °F) NON-CONDENSING, NON-CORROSIVE, 10 9% - 90 9 RH
STORAGE TEMPERATURE: =20 °C - 85 °C [-4 °F - 185 °F)
(QUANTITY) PER RECEPTACLE PER BANK MAX. OPERATING ALTITUDE: 2000 m
A L1 8xL13 200-240 10 16 \OTES N
B L2 8xC13 200-240 10 16 1 UNIT DIMENSIONS: 17365 mm (68.4") H x 50 mm (20" D x 56 mm (2.2") W
C 13 8x(13 200-240 10 16 2. UNIT WEIGHT. 4 kg / 88 lbs
3. SHIPPING DIMENSIONS: 2017.0 mm (79.4") H x 218 mm (8.6") D x 137 mm (54") W
INPUT POWER L. SHIPPING WEIGHT. 68 kg / 15 lbs
5. (2) MOUNTING BUTTONS AND (2] MOUNTING BRACKETS SUPPLIED WITH EACH UNIT. EITHER OPTION CAN BE USED TO MOUNT THE POU.
INPUT CORD INPUT PLUG WIRE COUNT | FREQUENCY VOLTAGE (V) RATED AMPS | MAX. CONT. Allgemeintoleranzen | Oberflache Werksioft/ Materia Gewicht: _
(Hz) (A) AMPS (A) E @ General tolerances Finish Weight:
- - 3/N/PE 50/60 200-240/346-415 16 16 irensions. . ] )
IMENSIONS In mm Date Name Bezeichnung / Description
Drawn | 15/04/16 Racek MPH2-ECV_4P5W-16A_ 24N _HW
METERING PARAMETER [ MEASUREMENT ACCURACY :hecke‘z 15/04/16 Votypka Input and Branch Metered + Outlet Switched
pprove - -
VULTAEE 19 + 0.1 VAL Zeichnungs-Nr. / Drawing no. MafRstab
"‘ MPHC1261 P
CURRENT +15 9% + 0.01 A FROM 1 9% T0 10 96 OF UNIT RAT|NE, B 18136 | 31.05.2017 | Petrt |
19 >0 9% % erwendet in / Used in latt/Shee
+1 9% FROM >10 9 TO 125 9% OF UNIT RATING RoHS COMPLANT  |rev.| crange | pate | name VE RTIV Venwendetin / Used ) Bi/l t
1 | 2 | 3 | 4




