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MPXBRM-EEDC 203N

AGENCY COMPLIANCE: D
133 (5.27) - CE-mark: LVD. EMC, RoHS (incl. harmonized standards hereunder)
- d -— - BG certification: BV-BG (factory inspected)

- WEEE COMPLIANT

74,9 (3.07)

ENVIRONMENTAL RATING:
OPERATING TEMPERATURE: 5°C - 60°C (41°F - 140°F) NON-CONDENSING. NON-CORROSIVE. 10% -90%
STORAGE TEMPERATURE: -20°C - 85°C (-4°F - 185°F) —
MAX. OPERATING ALTITUDE: 2000 m

NOTES:
1. UNIT DIMENSIONS: 133 mm (5,2°) W x 74,9 mm (3.0°) D x 72.4 mm (2,8") H
2. UNIT WEIGHT: 0.5 kg 7 1.1 lbs
3. SHIPPING DIMENSIONS: 330 mm (13) W x 170 mm (6,7°) D x 166 mm (6.5") H
L. SHIPPING WEIGHT: 0.9 kg 7 2.0 lbs
Allgemeintoleranzen Oberfl ache . Gewicht:
‘ % Gengeralltoleranl:es Finisah Werkstoff / Material Weight :
Dimensions in mm 2016 Date Name Bezeichnung ~# Description
Drawn | 16.12. Racek MPX BRM E C19 133 230V L3-N
Checked | 16.12. Harant
Approved Elementary
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