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TECHNICAL DATA:
Max. rated amperage: 63 A
Rated Voltage (L-N/L-L): 200-240/346-415 V
NUMBER OF MODULES:
1 PEM + 7 BRM
AGENCY COMPLIANCE: D
- CE-mark: LVD, EMC. RoHS (incl. harmonized standards hereunder)
- BG certification: BV-BG (factory inspected)
- WEEE COMPLIANT
ENVIRONMENTAL RATING: . . . .
OPERATING TEMPERATURE: SOE - 60°E (A'IOF - 'IAOOF) NON-CONDENSING. NON-CORROSIVE. 10% -90%
STORAGE TEMPERATURE: -20°C - 85C (-4 F - 185°F) —
MAX. OPERATING ALTITUDE: 2000 m
NOTES:
1. UNIT DIMENSIONS: 2144 mm (84,4") W x 68,2 mm (2,7") D x 23,5 mm (0.9”) H
2. UNIT WEIGHT: 6 kg 7 13,2 lbs
3. SHIPPING DIMENSIONS: 2194 mm (86.4") W x 90 mm (3,5") D x 45 mm (1,7°) H
L. SHIPPING WEIGHT: 6,5 kg 7 14,3 Lbs
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Drawn { 08.09. Rocek MPX PRC - Power Rail Chassis
Checked| 08.09. Franc . .
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